




meters you wish to lay inside as these tiles will be sealed with 1 coat of water based acrylic called Cement Sealer from TFC. 
Once laid, the tiles concerned need to be cleaned and sealed with a second coat of acrylic. Then 2 coats of Polyurethane called 
Premium Plus from Stone Shield need to be applied. Follow the directions specified by the sealant manufacturers. 

Wet Look- makes the tiles darker: 

Clean tiles thoroughly. Use 2 coats of Premium Plus from Stone Shield on top of the single coat of Silicone Sealer from Cemcrete. 

Note WilsonStone cc Clarens Stone tiles are non-slip, however the more coats one applies to the tiles the less non-slip they 
become. 

3. Storage and Handling

All products need to be handled carefully to avoid damaging the surfaces and edges (in particular the top or face edge - as the 
back edge normally will be rougher due to the diamond cutting). 

Products must be stored under cover (secured plastic sheeting will suffice) and on edge stacked vertically. Care should be taken 
to store the pavers or tiles on wood slats to ensure that moisture cannot get in from the ground. 

4. Cleaning

The WilsonStone Clarens Stone tile is a non-slip tile so it will get dirty with low to medium traffic and muddy paw prints (high 
traffic would cause the tiles to polish up), however the advantage of the cut stone tiles is that they can be cleaned with almost 
anything high from pressure washers to very aggressive detergents to bleach. Just a note on detergents or cleaning agents - please 
check in a small area how the detergent affects the surface of the tiles - as although we have tried and tested many agents we 
have been unable to test all of them. 

• Domestic

There are various approaches one can use. The most environmental friendly and economical way is to use a high pressure washer 
with a rotating nozzle extension (as see below) from Karcher. There are various models to choose from, but obviously the more 
pressure the washer can exert the more effective and efficient the cleaning will be. 
This will not affect the tile at all although with frequently cleaning the silicone seal
may deteriorate eventually. The key to cleaning with this method is to make sure 
dirty water is brushed away. The high pressure washer should remove 95% of the no 
dirt and stains. 

If the stain does not come out, try bleach with a bit of water and a small head, hard 
brissle brush and scrub the area once a day over a few days. 

• Commercial

WilsonStone pavers are pressed, not cast and are therefore very dense and durable. This means 
that one can clean the tiles with a high pressure washer without damaging the surface of the 
tile. A hot water high pressure washer with a rotating nozzle wand is the ideal combination for 
clean the tile over large areas such as outdoor walkways see below: These cleaners can be 
obtained fi Karcher. Please note that to be effective in the cleaning process one needs to brush 
away the di1 water from the area concerned. 

5. Efflorescence

This phenomenon is naturally occurring and may exhibit itself in quality concrete products with high cement content. WilsonStone 
cannot be held liable for the occurrence there of. Please note it will not affect the quality of the product in the long term. 


